
Permit Number:- 1235-2/1-RSA-12-R

Permit Holder:-

Product Brand Name Mondial

Description of Appliance

Product Code(s)

Category Regulator

Gas Type LPG

Accredited Test Laboratory NTS

Test Report Number 20/2279/Q117(a)

This permit is issued by the Liquefied Petroleum Gas Association of

South Africa (LPGSA) in respect of the product(s) (Appliance or

Equipment) detailed and described above, and serves as proof that this product

has been tested by an accredited testing authority and then verified by the

LPGSA as complying with the requirements of :

Specification Number:- SANS1237:2012

Specification Title:- 

as required in terms of the Occupational Health and Safety Act, 1993 (Act 85 of

1993).The permit holder agrees with all the LPGSA Specific Permit Conditions.

Original Permit Application Date:- Tuesday, 23 March 2021

Expiry Date: Saturday, 23 March 2024

Signed :.....................................

Managing Director

Permit Issue Number:- 1

The LPG  Association of SA (LPGSA)  has been mandated by the Department of Employment and Labour to Verify LP Gas appliances tested for conformance with the   

SANS1539 specification. In addition, the LPGSA is mandated to undertake a similar process for hoses manufactured to SANS 1156-2 and LP Gas  

regulators to SANS 1237.LPGSA issues this LP Gas Verification Permit to the manufacturer/importer of appliances/hoses and regulators that have been  

tested by  an approved Test House  as being compliant with current published SABS Standard. This permit and the subsequent registration of the  

appliance/s is issued by the LPGSA  in the interests of a safer South Africa. The Safe Appliance Logo is a registered trademark and may only be used by   

valid non-expired permit holders.™ All rights reserved 2012 ©. Please ensure your permits are always kept up to date. For further information and to view our 

 terms and conditions please  visit www.lpgas.co.za  or contact (011) 8869702

Appliance Verification Permit

African Gas Equipment PTY Ltd.

Low pressure regulator incorporating a 1/4" threaded female inlet and 3/8" threaded female outlet connector intended for 

direct connection to supply pipelines.

Type 250

Single-stage low-pressure regulators for liquefied petroleum gas (LPG)


